
TYPICAL RAIN GARDEN
WITH 6" CURB

WATER QUALITY ELEVATION
VOLUME (APPROX. DEPTH
6" TO 12")

6" BIOFILTRATION
MEDIA

TOP OF CURB
 6"

3

1

SCARIFY TO 4" - 6"
OF BOTTOM OF RAIN GARDEN
PRIOR TO PLACEMENT OF BIO
FILTER MEDIA

6"

3

1

SIDEWALK

3"-6" TOPSOIL*

3"-6"TOPSOIL*

EMBANKMENT
MATERIAL OR
AN APPROVED
EQUIVALENT

EMBANKMENT
MATERIAL OR
AN APPROVED
EQUIVALENT

2" HMAC
(TY C)

COMPACT
BASE

24" 30"

18
"

 6
"

N.T.S.

6"

 1
2"

CONC. TOE

VARIES

COMPACT BACKSIDE
OF CURB

#4 REBAR

NOTE:
* TOPSOIL DEPTH SHALL BE 3"
UNDER TURF AND 6" WHERE
CONTAINER PLANTS ARE
INSTALLED.3

1

6" TOPSOIL

DETAIL: 6" TOPSOIL
PLANTING

DETAIL AREA
- SEE INSET
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TYPICAL RAIN GARDEN
WITH 12" CURB

WATER QUALITY ELEVATION
VOLUME (APPROX. DEPTH
6" TO 12")

6" BIOFILTRATION
MEDIA

TOP OF CURB

12"

3

1

SCARIFY TO 4" - 6"
OF BOTTOM OF RAIN GARDEN
PRIOR TO PLACEMENT OF BIO
FILTER MEDIA

6"

3

1

SIDEWALK
3"-6" TOPSOIL*

3"-6" TOPSOIL*

EMBANKMENT
MATERIAL OR
AN APPROVED
EQUIVALENT

2" HMAC
(TY C)

COMPACT
BASE

24" 30"

18
"

 6
"

N.T.S.

6"

 1
2"

CONC. TOE

VARIES
COMPACT
BACKSIDE OF
CURB

#4 REBAR

NOTE:
*TOP SOIL DEPTH SHALL BE
3" UNDER TURF & 6" WHERE
CONTAINER PLANTS ARE
INSTALLED.

3

1

6" TOPSOIL

EMBANKMENT
MATERIAL OR
AN APPROVED
EQUIVALENT

DETAIL AREA
- SEE INSET

DETAIL: 6" TOPSOIL
PLANTING
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